
TMGGB-MEGALIFE XT
APPLICATIONS

Industrial – Pulley spacers, gear spacers, aerial lifts, 
fork lift masts, king pins, steering links, lift gates, cranes, 
backhoes, valve actuator linkages, etc.

CHARACTERISTICS

AVAILABILITY

FIBER REINFORCED COMPOSITE 
PTFE THRUST WASHER
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— Proprietary filled PTFE tape liner on both surfaces

— Excellent shock resistance

— High load capacity

— Excellent misalignment resistance

— Excellent contamination resistance

— Good surface speed capability

— Very good friction and wear properties

— Good chemical resistance

Bearing forms available in standard dimensions:
Plain thrust washers

Bearing forms made to order: 
thrust washers with non-standard dimensions

TMGGB-MEGALIFE XT Data Sheet
For questions and assistance, contact a GGB
engineer at:   https://www.ggbearings.com/en/contact

RoHS
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BEARING PROPERTIES IMPERIAL UNITS IMPERIAL VALUE METRIC UNITS METRIC VALUE

G E N E R A L

Maximum load, p
Static psi 20 000 2N/mm 140

Dynamic psi 20 000 2N/mm 140

Operating temperature
Min °F -320 °C - 195

Max °F 350 °C 175

D RY

Maximum sliding speed, U fpm 100 m/s 0.5

Maximum pU factor psi x fpm 35 000 2N/mm  x m/s 1.23

Coefficient of friction, f 0.02 - 0.12* 0.02 - 0.12*

R E C O M M E N DAT I O N S

Shaft surface roughness, Ra μin ≤ 16 μm ≤ 0.4

Shaft surface hardness
 HB > 200 HB > 200

* Depending on operating conditions

T MG G B - M E G A L I F E X T D A T A S H E E T

 
https://www.ggbearings.com/en/products/filament-wound/ggb-megalife-xt

MICROSECTION

Core

Sliding Layer
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OPERATING PERFORMANCE

Dry

Oil lubricated

Grease lubricated

Water lubricated

Process fluid lubricated

FOR SUPERIOR PERFORMANCE

Oil lubricated

Grease lubricated

Process fluid lubricated

TMGGB-MEGALIFE XT Data SheetFor additional product offerings visit:

GGB, an EnPro Industries company


